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Alignment adjustment procedure 
on a two‐columns lift with the kit STDA154 

 

1. Introduction 
 
Usually the adjustment procedure needs to be made on a specific lift with specific platforms, i.e. a 
4‐columns lift or a scissor lift, with the vehicle on the platforms. 
 
With  a  two‐columns  lift,  when  the  vehicle  is  lifted  for  adjustment,  the  wheels  take  a  position 
completely  different  than  the  real  one  when  on  the  ground.  Additionally,  the  arms  of  the  lift 
interfere  with  the  alignment  measurement  between  the  front  and  rear  sensors,  making  the 
measurement impossible. 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
In this case it’s necessary to use the adapters 
cod.  STDA154,  meaning  the  4  adapters  that 
have to be inserted in the central socket of the 
clamps. They allow the lowering of the sensors’ 
positions, so to avoid the interferences on the 
measurements  and  the  transmission  due  to 
the arms of the 2‐columns lift. 
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The  angles  adjustment has  to  be made using  the procedure  called  “Jack & Hold”.  This  allow  to 
“freeze” the values measured when the vehicle is on the ground and adjust them when the vehicle 
is lifted. 
 
To execute the Jack & Hold procedure, complete the diagnosis phase and go in the step dedicated 
to the adjustment of the rear axle with the vehicle on the ground. 

Press the button F5   to start the procedure. 
 

 
 
Follow the instruction on screen: lift up the vehicle to the working height and insert the adapters 
STDA154 between the clamps and the sensors, so that the measuring heads are lower and the 
alignment readings are possible. 
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When the vehicle is lifted up and the adapters placed, press the button F5  to confirm. 
 

 

Now it’s possible to adjust the angles of the rear axle and then, after pressing the button F4  , of 
the front axle. 
 

      
 

After the front axle adjustment, press the button F2  to freeze again the values before lowering 
the vehicle to the ground. 
 

Remove  the  adapters  code  STDA154  and  place  the measuring  heads  in  their  original  position.  Now  it’s 
possible to lower the vehicle to the ground.  

 
 

When the vehicle is on the ground with the measuring heads mounted on the clamps without the adapters, 

press the button F5  to confirm. The front axle adjustment page is now shown on screen with the 
actual values adjusted live.  

 
 
The adjustment procedure using a two‐columns lift with the adapters STDA154 is now finished. 
 
Note: it’s suggested to repeat the diagnosis procedure to double check the saved values. 


